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AR1929
Sprinter 2007+ L2H2 AluRack

USOV-AR1929-US01 Rev-B 0118

Specifications on Page 2

Configuration as shown: 
 
AR-LS 120” Split Side Rails
BRR-4006 59” Crossbars, x5
BRR-1559 59” Heavy Duty Crossbars, x3
ROL-7011 55.75” Accessory Roller
FBM3-0057-A Mounting System
HKT-0083 Crossbar and Roller Hardware Kit
Finish: Anodized Aluminum 
Rack Weight (empty): 71 lbs 
 
Load specifications as shown: 
 
Check the vehicle’s manufacturer 
recommendation for roof capacity weight limit. 
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AR1929
Sprinter 2007+ L2H2 AluRack

AR1929
Assembly Manual also available:

Approximate dimensions as shown: 
 
A: Maximum Mount Spacing L/R ............ Variable 
B: Rack Width ..............................................61” 
C: Rack Length ...........................................124” 
D: Crossbar Spacing ........................................9’ 
E: Mount Spacing F/R (Typ) ...........................95” 
F: Rack Height .............................................7.5” 
G: Total Rack Height ................................10.25” 

(D) 9’

(C) 124”

(F) 7.5”

(B) 61”

(E) 95”

(A) Set according to 
Vehicle Specifications

(G) 10.25”


